
O
CHM-TEMP: 028.0 C

O
JKT-TEMP: 028.6 C
PRESSURE: 000.0PSI

PROCESS STOP

COMPANY

LOGO

FEATURE

* Sterilizing Time / Dry Time 

* START/STOP Jacket/Chamber Purging 

* Jacket Purging Time

* Cyclic Time

* Jacket/Chamber Hysterisis

* Pressure ENABLE ( Sensor Required )

* Pressure Disable ( As per Temperature )

* SET High Low Pressure Range

* Jacket/Chamber/Pressure Error

ALARM

* Temperature Deviation

* High Temperature

* Water Level

* Door Open

* Process End

Display

Control Action

Input

Output

:

:

:

:

20 X 4 Alpha or 

Numeric Display

T/P OR ON-OFF

1.) RTD SENSOR FOR JACKET

2.) RTD SENSOR FOR CHAMBER

3.) WATER LEVEL SENSOR

4.) PRESSURE SENSOR - OPTIONAL

1.) RELAY CONTACT - JACKET VALVE

2.) RELAY CONTACT - CHAMBER VALVE

3.) RELAY CONTACT - JKT-CHM VALVE

4.) RELAY CONTACT - HEATER

5.) WATER LEVEL

6.) DOOR OPEN 

OPTIONAL (FOR DATA LOGGING)

THERMAL PRINTER
MINI SD CARD

M/s SONICS CONTROL SYSTEMS 
310-311, 3rd Floor, Laxmi Tower, Azadpur Commercial Complex,

Azadpur, New Delhi-110033.

Mobile - +91-9868254254, +918459001208, +91-11-47884753
Email - scs.shivaki@gmail.com, scs.shivaki@hotmail.com

WEBSITE: www.shivaki.in

Horizontal Autoclave Triple Valve


